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GRADHERMETIC

Dimensions
Section Technical Information
S e e e Strip:
Thickness Diam Perf Film Acoustic
o n U-: ’U: amn Optional
Profiles:
Thickness Diam Perf Colour
Bla I
31 A A: 9, 19 29 329 mm
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Installation Details

Measurements
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Union between panels
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Strip’s installation

Vigueta soporte
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Panel PHALCEL U-31
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Side Closing
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NOTA: Posibilidad de fabricar remates
especiales a medida.




GRADHERMETIC

Coil of pre-painted aluminum with lamination

Layers and materials | Final state Foll -

Special adhesive for lamination

TOP SIDE
(exterior) Zirconium pre-treatment (Zr)
Base aluminum
CORE

Base aluminum

Zirconium pre-treatment (Zr)

BOTTOM SIDE

(interior) TexMID PUR Paint

Color finish (e.g. white)

Detail by side (final layers) Process (main stages) _

s S T z Cleaning and etching * The diagram shows the final state
Top side (exterior) Bottom side (interior) Application of zirconium pre-treatment of the coil (layers remaining in the
(er’ (top and bottom sides) materjal). _
n Foil B Zirconium pre-treatment Oven curing * Cleaning/etching and oven curings
(Zn Appliczétion ?f special adhesive fﬁgi?gﬁﬁﬁfﬁ:ﬁfm not layers with
] T . top side on .
fSpemaI_adheswe TexMID PUR Paint I(.ar?ﬂnation o)?the Foil « The reverse (bottom side) does not
or lamination Color finish (e.g. white) v have anti-rust primer, only zirconium
Zirconium pre-treatment (Zr R - pre-treatment (Zr) and TexMID PUR Paint.
a : ) a,porﬁ"gﬁ'g%g TexMID PUR paint * Thicknesses are indicative and may
Final oven curing vary according to product specifications.
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