
CLIPSO SO ACOUSTIC

CLIPSO SO ACOUSTIC
בד מתיחה

עם יכולות אקוסטיות  , הדרך הטובה ביותר לקבלת מראה תקרה חלקה ללא תפרים

. ECOPHONהצרפתי מבית CLIPSOעוברת דרך מגוון בדי המתיחה של מותג , גבוהות

י צוות  "הבד מותאם למתאר התקרה באופן מושלם בעזרת פרופילים ייעודיים ומותקן ע

.מתקינים מומחה

.  'מ3,4,5ברוחביםניתן לקבל את המוצר 

,  של מגדלי יוקרהלובאים, בתי מלון, מסעדות, משרדים, מתאימה למוזיאוניםהתקרה 

.בריכות ואזורי ספא



CLIPSO SO ACOUSTIC

 .צביעה עצמאית של האריח עלולה לשנות את תכונותיו. יש להקפיד על לבישת כפפות. תקרות תותב פריקות5103יישום התקרה יבוצע בהתאם להנחיות תקן ישראלי 

So Acoustic 495AC GW40, 200 mm o.d.s.   —
So Acoustic 495AC GW20, 200 mm o.d.s.   - - -
So Acoustic 495AC LA50, 200 mm o.d.s.    — · 
So Acoustic 495AC LA50, 55mm o.d.s.       · · ·
So Acoustic 495AC LA10, 10mm o.d.s.        —
So Acoustic 495AC no absorber, 200mm o.d.s   · · ·
o.d.s = overall depth of system

THK mm o.d.s. 
mm

Aeq, Equivalent absorption area per unit (m² sabin)
aw

Sound 
absorption 

class125 Hz 250 Hz 500 Hz 1000 Hz 2000 Hz 4000 Hz

495AC GW40 40 200 0.20 0.85 0.90 0.85 0.95 1.00 0.90 A

495AC GW20 20 200 0.20 0.65 0.75 0.65 0.75 0.65 0.75 C

495AC LA50 50 200 0.30 0.85 0.95 0.85 0.90 1.00 0.90 A

495AC LA50 50 55 0.25 0.70 1.00 1.00 0.95 0.90 0.95 A

495AC LA10 10 10 0.15 0.30 0.45 0.60 0.85 0.95 0.50 D

495AC 0 200 0.10 0.55 0.75 0.60 0.70 0.75 0.70 C

495D GW40 40 200 0.30 0.85 0.95 0.85 0.95 0.90 0.95 A

495D GW20 20 200 0.20 0.70 0.90 0.75 0.90 0.90 0.85 B

495D LA50 50 200 0.30 0.90 0.85 0.75 0.85 0.85 0.85 B

495D LA50 50 55 0.25 0.75 1.00 1.00 0.95 0.90 1.00 A

495D LA10 10 10 0.15 0.25 0.50 0.70 0.90 0.95 0
50 D

495D 0 200 0.10 0.50 0.75 0.65 0.70 0.70 0.70 C

So Acoustic 495D GW40, 200 mm o.d.s       — 
So Acoustic 495D GW20, 200 mm o.d.s.     - - -
So Acoustic 495D LA50, 200mm o.d.s.        — · 
So Acoustic 495D LA50, 55mm o.d.s.           · · ·
So Acoustic 495D LA10, 10mm o.d.s.            —
So Acoustic 495D no absorber, 200mm o.d.s.  · · ·
o.d.s = overall depth of system
αw-1.00בליעת רעש  

,  מ"ס55במערכת בעובי 
.  מ"מ50בתוספת בידוד 

מקדם בליעת קול משוקלל  
לפי תקן אירופאי

THK mm o.d.s. mm NRC SAA

495AC GW40 40 200 0.90 0.90

495AC LA50 50 200 0.90 0.89

495AC 0 200 0.65 0.65

495D LA50 50 200 0.85 0.83

495D 0 200 0.65 0.65



CLIPSO SO ACOUSTIC

 .צביעה עצמאית של האריח עלולה לשנות את תכונותיו. יש להקפיד על לבישת כפפות. תקרות תותב פריקות5103יישום התקרה יבוצע בהתאם להנחיות תקן ישראלי 

ניקוי האריחים
פ הוראות יצרן"ע

מאושר לשימוש
י האיגוד השוודי לחקר  "ע

האסטמה והאלרגיה

VOCתרכובות אורגניות נדיפות 
המציינת את האיכות הגבוהה  M1דרגה 

ביותר ואת הפליטה הנמוכה ביותר של  
חלקיקים וכימיקלים מזיקים  

התקנה
מתיחת הבד מכאנית לפרופיל  

היקפי

תגובות בשריפה
EN 13051-1  , סיווגdo ,B-s1

עמידות בלחות
יחסית לחות 95%עד



CLIPSO SO ACOUSTIC

Quantity specification (excl. wastage) 

Size, mm

x2000 x2500 x3350 x4100 x5100

1 Clipso 495D, 495AC technical fabrics as required as required - - as required

2 Alt 1 - Acoustic absorbers for Clipso technical fabrics (glass 
wool) as required - - - as required

Alt 2 - Acoustic absorbers for Clipso technical fabrics 
(polyester fiber) as required - - - as required

3 Clipso PCW profiles as required as required - - as required

Installation and maintenance accessories for Clipso 
technical fabrics

Fabric Ceiling + Wall mounted Profile



CLIPSO SO ACOUSTIC

Quantity specification (excl. wastage) 

Size, mm

x2000 x2500 x3350 x4100 x5100

1 Clipso 495D, 495AC technical fabrics as required as required - - as required

2 Wall absorbers for Clipso technical fabrics as required as required - - as required

3 Clipso PCC profiles as required as required - - as required

Installation and maintenance accessories for Clipso 
technical fabrics

Fabric Wall + Wall mounted Profile

Fabric Ceiling + Ceiling mounted Profile Quantity specification (excl. wastage) 

Size, mm

x2000 x2500 x3350 x4100 x5100

1 Clipso 495D, 495AC technical fabrics as required as required - - as required

2 Acoustic absorbers for Clipso technical fabrics (polyester 
fiber) as required - - - as required

3 Clipso PCC profiles as required as required - - as required

Installation and maintenance accessories for Clipso 
technical fabrics



CLIPSO SO ACOUSTIC

0003 White

4031 Seafoam

0002 Classical white

4032 Sea Gray

999 Black

4034 Cobalt Blue 4035 Indigo 4040 Pebble Gray 4041 Pepper Gray 4051 Cement Gray

Clipso  So Acoustic 495 D

4052 Ash 4054 Anthracite 4062 Chestnut 4064 Sienna 4071 Clay Green 4072 Pine Green Custom Colour

4004 Wax 4005 Citrus 4011 Chalky White 4012 Nude 4022 Purple Ash 4025 Stone 4028 Blueberry

Clipso  So Acoustic 495 AC
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